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BRICK VENEER:  LAWRENCEVILLE BRICK - HENRICO GAS 

FLASHED RANGE SANDED VELOUR TEXTURE, 

MODULAR

VINYL SIDING: KP VINYL SIDING - COBBLESTONE WICKER, 

DOUBLE 5" HORIZONTAL LAP SIDING

VINYL TRIM: KP VINYL SIDING - CLASSIC LINEN

SHINGLES: OWENS CORNING DURATION - DRIFTWOOD

SHUTTERS:  LOUVERED, BLACK

DOORS: JELD-WEN EXTERIOR INSULATED STEEL DOORS -

PAINTED BLACK

RAILINGS: SUPERIOR ALUMINUM 9100 ARCHITECTURAL 

SERIES, BLACK

EXTERIOR MATERIALS

DATE:
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THE ARRANGEMENTS DEPICTED HEREIN ARE THE SOLE 
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APARTMENTS

SHIRLENE DRIVE

GROVE CITY, OH

FINAL

DEVELOPMENT

PLAN

10/26/18

17136

SD-200

PRELIMINARY

ELEVATIONS

PRELIMINARY WEST ELEVATION     1/16" = 1'-0" 

PRELIMINARY SOUTH ELEVATION     1/16" = 1'-0" 

CODED NOTES - EXTERIOR ELEVATIONS

1 30 YEAR DIMENSIONAL COMPOSITION ASPHALT SHINGLES

2 CONTINUOUS SHINGLE OVER RIDGE VENT

3 ALUMINIUM GUTTERS ON ALUMINIUM WRAPPED 2X10 FASCIA

WITH VENTILATED VINYL SOFFITS

4 HORIZONTAL 6" VINYL LAP SIDING WITH VINYL CORNER,

WINDOW AND DOOR TRIM

5 BRICK VENEER

6 SINGLE-HUNG VINYL WINDOW

123 45

6 TYP.
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FINAL

DEVELOPMENT

PLAN

10/26/18

17136

SD-201

PRELIMINARY

ELEVATIONS

PRELIMINARY EAST ELEVATION     1/16" = 1'-0" 

PRELIMINARY NORTH ELEVATION     1/16" = 1'-0" 

CODED NOTES - EXTERIOR ELEVATIONS

1 30 YEAR DIMENSIONAL COMPOSITION ASPHALT SHINGLES

2 CONTINUOUS SHINGLE OVER RIDGE VENT

3 ALUMINIUM GUTTERS ON ALUMINIUM WRAPPED 2X10 FASCIA

WITH VENTILATED VINYL SOFFITS

4 HORIZONTAL 6" VINYL LAP SIDING WITH VINYL CORNER,

WINDOW AND DOOR TRIM

5 BRICK VENEER

6 SINGLE-HUNG VINYL WINDOW

123 45

6 TYP.
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